RSL- 350° SERIES 


There are certain requirements which 
must be met in order to effectively 
provide quality lighting in an urban en- 
vironment. The lighting system must 
illuminate streets and sidewalks for 
vehicular traffic and pedestrian use, 
provide soft illumination of lawns and 
shrubbery to instill a feeling of safety, 
prevent light from intruding privacy, 
and blend with and complement the 
surrounding architecture. Further- 
more, the lighting system must control 
initial and operating costs. 


The RSL-350 Series was designed to 
meet all these requirements. Its optical 
system provides high efficiency and 
uniform surface appearance for low 
brightness. 
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© Adaptive appearance 


® Superior performance 


® Ease of maintenance 


© Reliability 


HOLOPHANE® 


The RSL-350 Series achieves its 
superior lighting performance by 
utilizing a series of sophisticated 
prismatic refractors with precisely 
cut prisms, molded in borosilicate 
glass, polycarbonate, or acrylic. 
The vertical orientation of the 
HID lamp produces maximum 
light output with minimum 
output depreciation. 


The RSL-350 luminaire is avail- 
able in three distributions, which 
allows lighting designers to use 
units with identical appearance in 
many different applications. The 
optical system will provide wide 
area coverage with excellent 
lighting uniformity and a 
minimum “puddle” of light 
beneath the luminaire, resulting 
in longer spacings between 
poles. Therefore, fewer 
luminaires, poles, and founda- 
tions are required, thus initial and 
operating costs are lower. 


The RSL-350 luminaire blends 
well with traditional or modem 
architecture. Filigree, scroll, and 
cupola options give the luminaire 
a colonial flare while the alumi- 
num housing, ribs, and corrosion 
resistant hardware ensure low 
maintenance costs. 


Typical Configurations 
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Typical photometric data (Isofootcandle charts and coefficient of utilization curves) 


lsofootcandle data is based on a 10 foot mounting height. To determine values for mounting 
heights other than 15 feet, multiply the value shown by the following factors: 


10’- 2.25 12'- 1.56 14’- 1.15 16’- 0.88 18’ - 0.69 20'-0.56 22'- 0.46 24’ - 0.39 


Photometrics 
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Availability 


Styles 

RSL-350 

Lamp Type Wattage 
Metal Halide 70-175W 
HPS 50-150W 


Mercury 100-250W 
Incandescent 200W max. 


Color 
Black 
Bronze 
Green 

As Specified 


Optics 

Asymmetric glass refractor 
Asymmetric polycarbonate refractor 
Asymmetric acrylic refractor 
Symmetric polycarbonate refractor 
Symmetric acrylic refractor 

IES cutoff symmetric acrylic refractor 
IES cutoff asymmetric glass refractor 
IES cutoff asymmetric acrylic refractor 
Options 

NEMA twistlock photocontrol receptacle 


Protected starter 
Fusing 


Accessories 

Decorative cast scroll 

Decorative filigree 

Decorative cupola (for use with photocontrol) 


For detailed ordering information, specifications, and 
photometrics refer to the appropriate technical data sheet 
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214 Oakwood Ave., Newark, OH 43055 / Holophane 
Canada, Inc. 9040 Leslie Street, Units 8 and 9, Richmond 
Hill, ON L4B 3M4 / Holophane Europe Limited, Bond Ave., 
Milton Keynes MK1 JG, England / Holophane, S.A. de 
C.V., Apartado Postal No. 986, Naucalpan de Juarez, 
53000 Edo. de Mexico 


Contact your local Holophane sales representative 
for application assistance, and computeraided design and 
cost studies. For information on other Holophane products 
and systems, call the Inside Sales Service Department at 
740-345-9631. In Canada call 905-707-5830 or fax 905- 
707-5695. 


Limited Warranty and Limitation of Liability Refer to 
the Holophane limited material warranty and limitation of 
liability on this product, which are published in the “Terms 
and Conditions” section of the current product digest, and 
is available from our local Holophane sales representative. 


Visit our web site at www.holophane.com 
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